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FARASIS ENERGY 

CELL CATALOGUE

A PIONEER IN 

LI-ION BATTERY
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P32

FEATURE

Specification 
Farasis

Cell

L*W*H (MM) 231 x 160 x 6.05 mm

CHEMISTRY CATHODE Ni6

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.3

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

249

CAPACITY (Ah) (C/3, 

25 ̊C)

33.3

10 TO 80% CHARGE TIME 35 minutes

CELL WEIGHT (g) 498 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 3 000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

6.5C

Application

COMPACT SIZE LIGHT WEIGHT HIGH ENERGY DENSITY
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P53

FEATURE

Specification 
Farasis

COMPACT SIZE LIGHT WEIGHT HIGH ENERGY DENSITY

L*W*H (MM) 161 x 231 x 10 mm

CHEMISTRY CATHODE HV NCM

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.3

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

258

CAPACITY (Ah) (C/3, 

25 ̊C)

55.5

10 TO 80% CHARGE TIME 35 minutes

CELL WEIGHT (g) 800 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 3 000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

6.5C

APPLICATION

Cell



4
Copyright 2025 Farasis Energy. All rights reserved.

P50 

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 316 x 103 x 10.52 mm

CHEMISTRY CATHODE HV NCM

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.3

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

258

CAPACITY (Ah) (C/3, 

25 ̊C)

52

10 TO 80% CHARGE TIME 35 minutes

CELL WEIGHT (g) 741 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 3 000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

6.5C

Application

Cell
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P55

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 316 x 103 x 10.6 mm

CHEMISTRY CATHODE HV NCM

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.4

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

282

CAPACITY (Ah) (C/3, 

25 ̊C)

57.3

10 TO 80% CHARGE TIME 47 minutes

CELL WEIGHT (g) 760 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 2 000

Discharge pulse 10s 25oC 

50%SOC (C-rate)

6.5C

Application

Cell
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P58

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 161 x 231 x 10 mm

CHEMISTRY CATHODE HV NCM

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.35

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

275

CAPACITY (Ah) (C/3, 

25 ̊C)

60.5

10 TO 80% CHARGE TIME 30-35 minutes

CELL WEIGHT (g) 833 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 2000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

6.5C

Application

Cell
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P73

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 294 x 104 x 14.2 mm

CHEMISTRY CATHODE Ni rich

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.2

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

280

CAPACITY (Ah) (C/3, 

25 ̊C)

73

10 TO 80% CHARGE TIME 30-35 minutes

CELL WEIGHT (g) 952 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 4000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell



8
Copyright 2025 Farasis Energy. All rights reserved.

P75 (3-side Sealing)

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 542 x 102 x 8.2 mm

CHEMISTRY CATHODE Ni rich

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.8-4.2

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

267

CAPACITY (Ah) (C/3, 

25 ̊C)

74.9

10 TO 80% CHARGE TIME 18 minutes

CELL WEIGHT (g) 952 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 5000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

8C

Application

Cell
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P76

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 294.4 x 105.5 x 14.45 mm

CHEMISTRY CATHODE NMC 8 series

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.25 

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

286

CAPACITY (Ah) (C/3, 

25 ̊C)

76.3

10 TO 80% CHARGE TIME 46 minutes

CELL WEIGHT (g) 971.5 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 5000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

3.7C

Application

Cell
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P56D

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 326 x 79 x 13.9 mm

CHEMISTRY CATHODE Ni rich

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.75-4.25 

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

286

CAPACITY (Ah) (C/3, 

25 ̊C)

76.3

10 TO 80% CHARGE TIME 46 minutes

CELL WEIGHT (g) 971.5 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 5000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

3.7C

Application

Cell
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P84A

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 294 x 104 x 13.9 mm

CHEMISTRY CATHODE Ni rich

CHEMISTRY ANODE Si-Graphite

VOLTAGE RANGE (V) 2.5-4.2

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

315

CAPACITY (Ah) (C/3, 

25 ̊C)

84

10 TO 80% CHARGE TIME 25 minutes

CELL WEIGHT (g) 960 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 2000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

6C

Application

Cell
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S47

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 231 x 161 x 10.1 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-3.65

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

199.5

CAPACITY (Ah) (C/3, 

25 ̊C)

46.5

10 TO 80% CHARGE TIME 41 minutes

CELL WEIGHT (g) 761 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 3000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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S31

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 231 x 161 x 10.1 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-4.3

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

231

CAPACITY (Ah) (C/3, 

25 ̊C)

31

10 TO 80% CHARGE TIME 41 minutes

CELL WEIGHT (g) 498 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 2000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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P40B

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 316 x 103 x 10.6 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-4.3

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

231

CAPACITY (Ah) (C/3, 

25 ̊C)

31

10 TO 80% CHARGE TIME 41 minutes

CELL WEIGHT (g) 498 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 2000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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P187A

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 598 x 200 x 11.8 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-3.65

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

199

CAPACITY (Ah) (C/3, 

25 ̊C)

188.5

10 TO 80% CHARGE TIME 39 minutes

CELL WEIGHT (g) 3040 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 4000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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P148

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 598 x 200 x 9.4 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-3.65

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

194

CAPACITY (Ah) (C/3, 

25 ̊C)

148.1

10 TO 80% CHARGE TIME 30 minutes

CELL WEIGHT (g) 2450 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 4000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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P271

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 598 x 200 x 9.4 mm

CHEMISTRY CATHODE LFP

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.5-3.65

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

194

CAPACITY (Ah) (C/3, 

25 ̊C)

148.1

10 TO 80% CHARGE TIME 30 minutes

CELL WEIGHT (g) 2450 ± 15 g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 4000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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P91A

FEATURE

COMPACT SIZE LIGHT WEIGHT HIGH STRENGTH

Specification 
Farasis

L*W*H (MM) 487 x 166 x 19.6 mm

CHEMISTRY CATHODE NCM 6 Series

CHEMISTRY ANODE Graphite

VOLTAGE RANGE (V) 2.8 - 4.35 V

ENERGY DENSITY 

(Wh/kg) (C/3, 25 ̊C)

194.5

CAPACITY (Ah) (C/3, 

25 ̊C)

270.89

10 TO 80% CHARGE TIME 46 minutes

CELL WEIGHT (g) 3610 ± 50g

Std. Cycle Life to 

80% (Cycles)

C/3-C/3; 90% DOD; 25°C

> 3000

Discharge pulse 10s 25°C 

50%SOC (C-rate)

5C

Application

Cell
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A Global Pioneer in Power Batteries 
Powering Clean and Sustainable Energy

Europe HQ: 

Farasis Energy Europe GmbH | Benzstraße 2 | 

72636 Frickenhausen (Stuttgart) | GERMANY

Tel：        (+49) (0) 7022 789 4370

Email：    info@farasis.com

Website：www.farasis-energy.com
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